AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

§148.30

(b) Each special permit holder must
provide a copy of the special permit
and the information required in §148.60
of this part to the master or person in
charge of each vessel carrying the ma-
terial.

(c) The master of a vessel trans-
porting a special permit material must
ensure that a copy of the special per-
mit is on board the vessel. The special
permit must be kept with the dan-
gerous cargo manifest if such a mani-
fest is required by §148.70 of this part.

(d) The person in charge of a barge
transporting any special permit mate-
rial must ensure that a copy of the spe-
cial permit is on board the tug or tow-
ing vessel. When the barge is moored,
the special permit must be kept on the
barge with the shipping papers as pre-
scribed in §148.62 of this part.

§148.30 Records of special permits
issued.

A list of all special permits issued,
and copies of each, are available from
the Commandant (CG-ENG-5).

Subpart C—Minimum
Transportation Requirements

§148.50 Cargoes subject to this sub-
part.

The regulations in this subpart apply
to each bulk shipment of—

(a) A material listed in Table 148.10 of
this part; and

(b) Any solid material shipped under
the terms of a Coast Guard special per-
mit.

§148.51 Temperature readings.

When Subpart D of this part sets a
temperature limit for loading or trans-
porting a material, apply the following
rules:

(a) The temperature of the material
must be measured 20 to 36 centimeters
(8 to 14 inches) below the surface at 3
meter (10 foot) intervals over the
length and width of the stockpile or
cargo hold.

(b) The temperature must be meas-
ured at every spot in the stockpile or
cargo hold that shows evidence of heat-
ing.

(c) Before loading or transporting the
material, all temperatures measured
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must be below the temperature limit
set in Subpart D of this part.

§148.55 International shipments.

(a) Importer’s responsibility. Each per-
son importing any bulk solid material
requiring special handling into the
United States must provide the shipper
and the forwarding agent at the place
of entry into the United States with
timely and complete information as to
the requirements of this part that will
apply to the shipment of the material
within the United States.

(b) IMSBC Code. Notwithstanding the
provisions of this part, a bulk solid ma-
terial that is classed, described,
stowed, and segregated in accordance
with the IMSBC Code (incorporated by
reference, see §148.8), and otherwise
conforms to the requirements of this
section, may be offered and accepted
for transportation and transported

within the United States. The fol-
lowing conditions and limitations
apply:

(1) A bulk solid material that is list-
ed in Table 148.10 of this part, but is
not subject to the requirements of the
IMSBC Code, may not be transported
under the provisions of this section and
is subject to the requirements of this
part. Examples of such materials in-
clude environmentally hazardous sub-
stances, solid, n.o.s.

(2) Zinc Ashes must conform to the
requirements found in §148.330 of this
part.

(3) Exemptions granted by other com-
petent authorities in accordance with
the IMSBC Code must be approved by
the Commandant (CG-ENG-5) in ac-
cordance with §148.5 of this part.

(4) Tripartite agreements granted by
other competent authorities in accord-
ance with the IMSBC Code must be au-
thorized for use in the United States by
the Commandant (CG-ENG-5).

§148.60 Shipping papers.

The shipper of a material listed in
Table 148.10 of this part must provide
the master or his representative with
appropriate information on the cargo
in the form of a shipping paper, in
English, prior to loading. Information
on the shipping paper must include the
following:
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